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Welcome
Thank you for using our Smart IC Realtime Surveillance Software (Smart ICRSS)
@PCGqd odxV~"qd d" 1 o"W Gd | +d Gsingthe|softkaze. b+ " T £i =7 £1 | + KzzW iz

It will guide you through the complete operation of all facets of Smart ICRSS operation. The software is available for
download, free of charge, here.


http://www.icrealtime.com/support/software-downloads/smarticrss-remote-client-software_windows_2016-05-30.zip

1. Overview and Environment

1.1 Overview

Smart ICRSSs an abbreviation for Smart IC Realtime Surveillance System

Thesoftwareis| +d,Go6l +| Az d"1 "6+ "1 | 1lzll+l K Kz doWAGAW:
It has the following features:

View live video of up to 64 cameras.

B

View recorded footage and snapshots from multiple cameras

B

Support s multiple scheduled alarms for immediate recognition of certain events .

B

Supports e-map; you can clearly viewand manage all device locations.

Video wall plan setup and configuration. NOTE: Additional equipment MUST be purchased to use the Video Wall

feature.
s Supports extension applications: alarm information can be sent to other programs.
1.2 PCNVR Performance
s Supports up to 32 channels at CIF resolution.
1.3 Environment s

Item Requirements
(OF] Windows XP and higher
CPU Intel Core i3 or higher

Display card Intel HD Graphics andhigher

Memory 2GB orhigher

Display

Resolution 1024x768 or higher




2. Install ation and Upgrade

2.1 |Install ation
f  Double click” SmartiICRSS_Setup ¥ to begin installation. See Figure 2-1.
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Welcome to the SmartICRSS Operator Installation

Whole New User Experience Design
—MNew APP application framework, what you see is what you get, what you need is what you can use.
—Group management mode based on the channel, suitable for your operation habits.
—Flexible and free realtime preview.
--GUI featuring simplicity, but not simple playback function.

Strong functions

—IVS: People counting, behavior analysis, facial recognition, fully entering the inteligent time.
—PC-MVR: Add PC storage and transmission function, effectively use bandwidth.

TV wall: Easily manage TV wall plans, display video on the wall simultaneously.

—-E-map: Positioning at any time, and realize deployment management convenienthy.

Fully support devices
—Embedded DVR, NVR, network camera, decoder and etc.

. Mext / \ Cancel
Figure 2-1
1 Clickthe next button , and you will see an interfaceas shown in Figure 2-2. This is the End User License Agreement
(EULA).
L REALTIME
EMND-USER LICEMSE AGREEMENT ("EULA"™) -

m

1. Preface

Please read the following Agreement carefully before instaling the Software.
This End User License Agreement ("EULA" or "Agreement”) is an agreement between you ("You" or "User"), and the Software
provider, and the provider ("Provider™) of approved services. By instaling, copying, downloading or otherwise using the Software
the User agrees to be bound by the terms of this Agreement. IF YOU DO NOT AGREE TO THE TERMS OF THIS EULA, YOU MAY
NOT USE THE SOFTWARE. Please immediately stop instaling, copying, or otherwise using the Software, plus delete any parts of
the Software that you have installed or stored.

2. Definitions

Software: In this Agreement "Software” means information processing program or supporting file composed of modules or
functional units, with supporting files of all or part of source code, object code and relevant images, photos, icons, video, sound
record, video record, music, text, code; plus descriptions, functions, features, contents, quality, tests, user manual, EULA and
other hardcopies or electronic version of docurnents or technical files ("Software Product” or "Software™) relevant to the Software
of interest or Provider's products.

You: In this Agreement "You" means any individual or individual entity, corporate entity including company, enterprise,
organization or section that has obtained license to legally use of the Software.

Probationary Period: In this Agreement "probationary period” means the period before completion of user registration which
allows Users to evaluate the Software within its entity.

3. Software Permit i

M Fhn raediiae Fhad Ve maeeebs sasibk s 8 Arssee e + MNrmnsidor armes Weoo e moncenin A6

(+ Refuse " Accept

L
Back ) | ) | Cancel

Figure 2-2



1 Clickthe Accept button, then click the Next button to continue. The next screen is theModule Selection screen,
as shown in Figure 2-3.

Please select the functions you want to install. Delete the modules you do not want
to install. Click [Next(N)] to continue.

- Description

SmartICRSS is management software to
manage the embedded network
surveillance devices. It is suitable for
devices such as embedded DVR, NVR,
¥ PC-NVR network camera, decoder. It supports
real-time preview, remote playback and
export, TV wall, E-map, alarm message
receive and activation, remote device
parameter setup and etc.

Need Space(unit as MB): 431

(Back)(Next,A) (:.Gncel.)

Figure 2-3
NOTE: PG-NVR is a separate program that allows you to create a partition on your computer hard drive that will
become a virtual DVR/NVR, which is controlled using the Smart ICRSS program.
1  Make sure the Smart ICRSS box is checked, then click Next. The next window will show you the default install
location, or allow you to choose an alternate install location . SeeFigure 2.4

Click [Install] to continue. Click [Browse] to install in different folders.

|C:‘\Progr3m Files (x86)\Smart ICRealtime Surveilance System,

An older version is detected under this path. To update and replace, please continue. If you want to change the
path, please remove the old one first. Please note: Backup configuration files before removing if you need them.

’, Destination Folder

The free space of C is 38307MB The free space of Eis 110781MB

The free space of D is 83669MB The free space of F is 99459MB

(_ack ) (sl ) ( cancel )




Figure 2-4

1  After you confirm/ select the installation location, click the Install button. The software will begin the installation.

SeeFigure 2-5.

Whole New User Experience Design

New APP application framework, what you see is what you get, what you need is what you can use
Group management mode based on the channel, suitable for your operation habits

Flexible and free real-time preview

GUI featuring simplicity, but not simple playback function

Figure 2-5

1 During the installation process, you can clickthe Cancel button to stop the installation. After installation, you will

see the window shown below. SeeFigure 2-6.

Install Success




Figure 2-6

Click the Finish button to complete the installation. If you have the box next to Run Smart ICRSSchecked, the

program will start after you click the Finish button.

2.2 Uninstall ation
1 From Sart -> All programs ->Smart ICRSSselectUninstall Smart ICRSS System pops up the following dialogue

box. SeeFigure 2-7.

~

PR
u'.'_/ﬁ; EALTIME
L s

Uninstall SmartICRSS

It will uninstall,if current applications are running now, please close it
before you uninstall! Otherwise, click [Next] to uninstall.

Next | (| Cancel |

h

Figure 2-7
1 Clickthe Next button. You will see the window shown in Figure 2-8. Check the corresponding boxes here to
remove Smart ICRS&nd/or PGNVR. Clck the Uninstall button to begin the process



Figure 2-8



3. Setting

'C' 1
Double click the Smart ICRSSicon &£ to bring up the login interface.

3.1 Login Interface
Login interface is shown as inFigure 3-11.

User Name: [ad‘!!ii!{’

- Remember Password

( Login ) (  Exit

h A
Figure 3-1
User Name: The user name admin is already filled in.

Password:Enter admin in the password field. If you do not plan to change your password, you may check the box
next to Remember Password .

Click the Login button to open the software.

Click Exit to exit the software.

The first time you open the software, you will see the Devices screenbelow. See Figure 32. This screen will be
covered in Chapter 3.5
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Figure 3-2

7\
3.2 Homepage O

Once you click the Login button, the software starts. After your initial login , you will see the screen below See

B

Figure 3-3.
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HOME PAGE

2 09:17:45

A @7 e
| N= =

- 5
LIVEVIEW PLAYBACK ALARM LOG VIDEO TALK
User Name: admin
Login Time: 09:15 2016-05-25
ADVANCED
oo g = -
=y
VIDEO WALL MAP DISPLAY DATA REPORT
SETTINGS

B = £ = BB & 0

DEVICES DEVICE SETUP ALARM TOUR & TASK PC-NVR VIDEO WALL ACCOUNT

o

Figure 3-3

Please refer to the following table for detailed information.

SN Parameter Function

Shows the Home Page tile and all other open function tiles.

1 Menu i i )
Clickthe ADD button to add a function tile to the top pane.
. Liveview, Playback, Alarm Information, Log, and Video Talk
2 Bastc .
functions.
3 Advanced Video Wall, Map, Display, and Date Report functions

Device Manager, Device Setup, Alarm Setup, Tour & @sk setup,
4 Settings PGNVR setup, Video Wall setup, Account setup (software user
accounts only), and General setup functions.

General . . -
5 . Displays the current time and date, username, and Login Time.
Information

3.3 General Ef’

Thefirst time you login to Smart ICRSSyou should set some system parameters. Pleaserefer to the steps listed below.

Click the E’ button to open the general interface. SeeFigure 3-4.



3.3.1 Basic

You can set your Log Saved Time, your Instant Playback Time, Nwvork Capability, Language, and Auto-Login
capabilities on this first screen.

Set Smartl CRSS basic parameters such as log saved time, instant playback time, network capability and etc. System

n File needs to restart to activate language and time setup.
A o E I - (:coves s et
E Version

Network Capability 1000M v

[] Resume LiveView Status
[7] Auto login device (Activated after restart)

Auto login SmartICRSS

Language English
r ~\
|:| Sync Time 08:00:00 '.\ Sync Now |
Short Cut Real Display Full Screen v
T — R
\ Default ) Save
Figure 3-4

Please refer to the following table for detailed information.

Item Function
Log Saved Select how long you want the software to save its log files. The software
Time will automatically overwrite files after the specified period elapses.
Instant Specify your default Instant Playback time. Clicking the Instant Playback
. icon in Liveview will automatically rewind the footage to the time y ou
Playback Time .
specify here.
Network Select your network parameters. Options are Low, 10M, 100M, and
Capability 1000M.
Resume . . .
L The software will automatically show the last camera(s) viewed when
LiveView ou openitu
Status y P -
Auto login The software will automatically login to all your devices whenever you
device open it.

10



Item Function
. The software will automatically open up without having to enter your

Auto login . .

password or click the Login button. NOTE you must have Remember
Smart ICRSS L

Password checked on the login window.
Language Select your preferred language for the software.

Check the box to have the software sync time with the computer at the
Sync Time time you specify.

Clickthe Sync Now button to synchronize the time manually.
Time Format Select either 12-Hour or 24-Hour time display format.
Short Cut Set keyboard shortcuts for various software functions.
Device User Set the default user name when adding a new device. By default, it is set
Name to admin.
Device User Set the default password when adding a new device. By default, it is set
Password to admin.

3.3.2 File Path

File configuration interface is shown as below. SeeFigure 3-5.

Set your default file locations for Snapshots, Videos, and Config files downloaded using the software.

Config Path: Set your default file location for downloading a config file. The config file captures all the device

information from your DEVICESscreen, allowing you to quickly add multiple devices to the software at the same time.

11



GENERAL

# Basic
Set Smartl CRSS file path (such as snapshot, record, user configuration and etc.)

B Fie

Iy " / '
& Alarm Snapshot Path :86)/S mart | CRealtime Surveillance System/SmartI CRSS/Capture | Browse

e
Record Path (x86)/Smart | CRealtime Surveillance System/SmartlCRSS/Record | Browse

E Version =

Config Path m Files (x86)/Smart ICRealtime Surveillance System/SmartlCRSS B rowse (Activated after restart)

Exe path

System needs to restart if there is configuration file in the specified directory.

Default ) ( Save )

&

Figure 3-5

3.3.3 Alarm Prompt
This page allows you to set alarm Video options (which video stream is shown), as well as set alarm sounds using any
sound stored on your computer. You may also enable or disable the EMap flashing during an alarm. SeeFigure 3-.

12



Figure 3-6

Tips
You can clickthe Default button to reset the software to factory defaults.

3.3.4 \Version
See the Version screen below.
View software version information. See Figure 37.

13



Figure 3-7

3.4 Account n

Add, Modify, and Delete software users and roles
3.4.1 Addrole

1) CIickn in the Settings pane, then click the Role tab, to go to the following interface. SeeFigure 3-8.

14



1 admin 1

Figure 3-8

2) Click Add button, the interface is shown as in Figure 3-9.

“

Role Name

o _

Channel Rights

L AT S C hannel Rights

L Ry

Figure 3-9

15



3) Enter aname for your new role and check the corresponding role rights. You can input reference information if
necessary.

4) Clickthe Save button.

Tips

Select a role then click Modify/Delete button . (under Operation ) to quickly modify or delete a role.

3.4.2 Add user

1) Clickn in the Settings pane, and then click the User tab, to go to the following interface. See Fgure 3-10.

Hgure 3-10

2) Clickthe Add button, and you will see the following interface. See Figure 3-11.

16



Add User >

user name | rote XN~ (_ AddRole )
b

Channel Rights

WL B Channel Rights
Liveview
Playback
Export
Ptz
E-focus

= Menu Rights
Liveview
Playback
Alarm
Log
Video Talk

=

e N )
! Save I | Cancel ]
- s

Figure 3-11

3) Selecta Role from the dropdown list , input desired user name, password and confirm password. You may also
enter information in the Remarks field, ifyou like.h z o d"i " Wdz | Czzd+ Az 1T skl Gl A
Rights field.

4) Clickthe Save button to add your new userto the software. NOTE: Usersand roles added asabove are added to
the software only, not to any of the devices.

Please refer to the following table for detailed information.

Iltem Function

UserName | Username for the account.

Role Select an existing role, or add a new role by clicking the Add Role button.

Password Password for your user

Input the same password as in the previous field. If the 2 passwords do

Confirm . .
not match, you will get an error message and will have to enter them
Password .
again.
. The rights your new user has within the software. By default, whatever
User Rights

rights are associated with the given Role are assigned to your new usexs).

5) Clickthe Save button to save yournew user.
Tips

Select a user name and then clickthe / button to modify password or user rights.

3.5 Device Man ager a

Used to add, modify, and delete devices Devices can also be assigned to groups.

17



Auto Add

1)
2)

Click the @ icon to go to the d evice manager interface.

Click the Refresh button to searchfor devices within the LAN. You may also specify a range on the LA using the
2 boxes next to Device Network Section . Once your range is specified, click theSearch button to begin your
targeted search. The number next to Online Devices indicates how many IC Realtime devices are found on the

network. SeeFigure 3-12.

. Ve s m + 2 a2 -n
W Reavtime il - +
HOME PAGE GENERAL DEVICES ADD
Online Devices:57 Device Network Section: [REREET: SN — '::._ Search .:]
)&l |IP ‘|T\rpe |Mac |Pnrl a
Oz 192.168.1.13 VTH/NTO 90:02:a9:9c:2a:ed 37777
Ca 192.168.1.14 VTH/NTO 90:02:39:9c:50:76 37777
9 192.168.1.16 HAVR 4c:11:bf:45:35:23 32789
10 192.168.1.19 1P Camera 90:02:29:08:473 37777
11 192.168.1.20 1P Camera 90:02:29:0b:ef:3d 37777
(s 192.168.1.22 NVR 4c:11:bF06:F0:73 37777
[ 13 192.168.1.24 DVR 90:02:39:08:37:07 37777

P ~ = =
| Refresh | | Add ) Clear ]
L y y /

Fgure 3-12

3) Place a checkmark next to the IP address of all devices you want to add (under the column markedAll, directly

below the Online Devices counter. If you want to automatically add all the devices found on your scan, place a
checkmark in the box next to All. Once you have checked all the devices, click theAdd button to add them to the
software. They will show up in the lower section of the screen, beneath the words All Devices . The number next

to All Devices shows the amount of devices you have added. See Figure 313.

All Devices:19 Online:0

] an | Name Type IP/Domain Name | Port | Channel No. | Status SN | Operation
[T12  [&) L12-Sales IPC 192.168.1.178 37777 0/0/2/1 B offline IcIp360L121409.. / S [E X
[ 13 ) La-rmaA IPC 192 168117 37777 | 0/of1/1 B offline ICIP360L41505W... / 3 [ X
[ 2a (L) m704G NVR 75.160.20.129 37777  0/0/8/3 B offline PG3Fnoo00021 S S [E X
[ 1s Q Rasputin DVR rasputins.icddns.com | 32789 0/1/16/3 B offline AVR14161410E35.. e E x
18 Q Sparta VFW NVR vfwsparta.icddns.com 32789 0/0/4/2 B offline NVR708NSP1512.. s E x
[ 17 2} vTo-Lobby DVR 37777 0/1/8/8 B offline 90:02:a9:9c2b96 S 3 [ X
18 (2 vio-sales DVR 37777 0/O/8/3 B offline ST EX
[ 19 £} weB parking DVR £5.15.45.139 37777 0/0/4/1 B offline PA1EFO0100348 |/ S [ X
'::._I\-"Ianual Add.:ﬁl '::._ Delete .:] ':i | mport .:] '::._ Export .:ﬁl '::._ Status .:]

Figure 3-13
Note: When you add devices using this method, the User Name and Password are automatically filled out by the

software. If you have changed the password for the admin account on any of your devices, you will have to use the

Manual Add option, described below.

Manual Add

18



1) Click the Manual Add button to bring up a window for you to enter the device information and add devices
manually. Use this option if; A: Your computer is not on the same network as the device being added; B: The

password for your device is no longer set to the default; or C: You are adding a device using the P2P or icDDNS

method.

2) TheManual Add window is shown below. See Figure 314.

Manual Add

Input Info

Device Name:

Method to add: RIFGLET]

IP/Domain Name:
=l 37777

Group Name: QISERLEe]fs]

User Name:

Password:

i

Get Info ]

Device Details

Device SN:

Type: QRN

Video Input:

Video Output:

Alarm | nput:

Alarm Output:

- N N N 7
! Save and Continue 1| Add || Cancel
b - A

~
|

Figure 3-14

Please refer to the following table for how to use the Manual Add window.

Item

Function

Device Name

Assign a name to your device.

Choose IP/Domain if you are using the IP address or DDNS addressf
your device. Choose P2P if you have the device Serial Number (SN).If

Method to using an ICDDNS address, selecicDDNS. See below.
add IP/Domain
P2P
‘icDDNS
IP/Domain Enter the Device IPor DDNS address here if adding with the IP/Domain
name method.
SN Device serial number, when adding aP2P device.
D i . .
omain ICDDNS Domainfor the icDDNS method.
Name

19



3)

4)

Item Function
Device TCP port. When adding a device using IP/Domain , you will have
Port to know this number and enter it here. If using P2P or icDDNS, the
software will automatically enter the port once you click the Get Info
button.
If you have already created groups in the software, you may select the
Group Name y y . group y y
group here. If not, leave it alone.
User Name User accountused to login to device.
Password Password used to login to device.

will automatically fill out the information under Device Details . SeeFigure 3-15.

Device Details

Device SM: (ICIP360LA -
Type: BRI

Video Input: |1

Video Output: | 0

Alarm Input: |1

Alarm Output: |1

Save ) [ cancel )
i -4

Figure 3-15
Item Function
Device SN Device Serial Number.
Type Device type (DVR, NVR, IP Camera (IPC)).
Video Input Number Video Inputs on device.

Video Output

Number of Video Outputs on device.

Alarm Input

Amount of Alarm Input channels on device.

Alarm Output

Amount of Alarm Output channels on device.

additional devices. All devices added will showup underneath SeeFigure 3-16.

Enter in all the required information, then click the Get Info button . If all your infor mation is correct, the software

Click Add to add a single device. If adding multiple devices, clickSave and Continue to enter the information for

20



All Devices:19 Online:d
[l an | Name Type IP/Domain Name | Port | Channel No. Status SN | O peration
[ 12 () L12-5ales IPC 192.168.1.178 37777 0/0/2/1 B offline icipssoL121409.. /S O [E X
13 L) La-rma IPC 192.168.1.17 37777 0/0/1/1 B offline icip3soLasosw.. |/ O [E X
24 (L) m7046 NVR 75.160.20.129 37777 0/0/8/3 B offline pe3Faozooozl J/ O [E X
15 f;‘l Rasputin DVR rasputins.icddns.com 32789 0/1/16/3 . Offline AVR14161410E35.. / e E x
16 Q Sparta VFW NVR vfwsparta.icddns.com 32789 0/0f4f2 . Offline NVR708NSP1512.. / c E x
[ a7 [2) vTO-Lobby DVR 37777 0/1/8/8 B offline 90:02:39:9c:2b:96 SoOFEX
[T18 [ vio-sales DVR 37777 0/0/8/3 W offline S OoOEX
[ 19 [2) wPB Parking DVR 65.15.46.139 37777 0/0/4f1 B offline PAlEFOD100348 |/ O [ X
':::M anual Add::] '::: Delete '::: Import ::] '::: Export ::] '::: Status ::]

Figure 3-16

Refer to the table below to identify the buttons in the Operation Column .

Tips

Iltem

Function

Modify Device Information. Only the Device Name, Port (if device was
added using IP/Domain method), Group, User Name, and Password can
be changed once a device is added.

Q|

Refreshes theStatus information for device.

@

Manual Login (only shows when Status is Offline).

@]

Manual Logout (only shows when Status is Online).

x|

Delete device.

Y|

Modify Device password. This will change the password on the device

itself and within the software.

To delete multiple devices, place a check in the boxleft of the Name, then click the Delete button.

Click the Import button to if you have A: previously-exported * .xml list of devices; B: devices added to your
account on myeasyip.com; or C: devices added to your accountat www.icddns.com. These allow you to add the

same devices to multiple computers. See Figure 317.

21


http://myeasyip.com/
www.icddns.com

Device Import i

From local disk Import from MyEasylP  Import from icDDNS

/
ieperr I (oo

I::Impurt ) (Cancel )

Figure 3-17
1 Clickthe Export button, then select a save location to save a list of added devices in *.xml format, which carthen
be imported to the software on other computers.
1  Click the Status button to view Network status, Di sk Status, Disk space remaining, Diskotal space, External Alarm,
Motion Detect, Video Loss, and Video Tampering information for all your devices.

-

P

3.6 Device Setup w1y

After you add device(s) you can go to the Device Setup interface to set parameters. On the homepage, click the

-
button in the Settings pane to go to the following interface. SeeFigure 3-18.
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3.6.1 General

3.6.1.1 Network @

In the Network portion of the Device Setup screen, you can see and configureseveral different Network parameters

for your device(s).

3.6.1.1.1 TCP/IP
View and edit any of the IP Address settings Click the Apply button to save changes to the device. Clicking the Save
button will save the changed on the device and take you back to the Device Setup screen.SeeFigure 3-19.

r .|
Network - ICIPD2000-Lab(ICIP B2000S) X
TCP/IP Mode @ static O pHep
MAC Address 90:02:29:0a:58:72
Connect
PPPoE 1P Address 192.168.1.21
Subnet Mask 2552552550
DDNS
Default Gateway 192 168.1.1
1P Filter
Preferred DNS
smTP Alternate DNS
FTP
Multicast
Alarm Centre
N N ~
Apply ) Save ) Cancel ]
Figure 3-19

3.6.1.1.2 Connect
View and edit Maximum Connections and Port information. SeeFigure 3-20.



Network - ICIPD2000-Lab{ICIP B2000S ) x
ree/1P (120)
TCP Port 37777 (1025-65535)
Connect
PPPoE
HTTP port (1-65555)
HTTPS Port (1-65555)
IP Filter
SMTP
FTP
Multicast

Alarm Centre

¢ Apply :}"/ Save :ll'/ Cancel 3!

Figure 3-20

3.6.1.1.3 PPPoOE

PPPoE interface is shown below. Se&igure 3-21.

Enter the User and Password information, given to you by your Internet Service Provider (ISP). While this function is
supported on IC Realtime units, you will have to work with your ISP for any troubleshooting.



Network - ICIPD2000-Lab(1CIP B20005) X

TCP/IP Enable
Connect

PPPoE

DDNS

IP Filter

SMTP

FTP

Multicast

Alarm Centre

Apply /,I g Save .f'l g Cancel

Figure 3-21

3.6.1.1.4 DDNS

DDNS setup interface shown inFigure 3-22.

Your device must be connected to the internet for DDNS to work.

Select your Server Type (ICDDNS, QUICBDNS, No-IP, and Dyn DNS will work with IC Realtime devices).

ICDDNS/QUICK DDNS SetuplCDDNS and QUICKDDNS options are both free for IC Realtime egijpment. Select
whichever one is available as yourServer Type, and check the Enable box. The server IP should bewww.icddns.com
for an ICDDNS address, andvww.quickddns.com if you use the QUICK DDNS type. Next toDomain Type , select

Custom Domain Name . Enter the name you would like (you may use all or part of your last name, street name, etc.),
then click the Test button. A message will pop up in the lower -right corner of your monitor to let you know if the
address was registered or not. If you get an error message, you may have to set the address using either the web
interface (Internet Explorer is preferred), or registering the address directly at your device, using an attachel monitor
and mouse. If the test succeeds, press theSave button.

Dyn DNS/No-IP Setup:If you use either of these options, you will first have to create an account on the corresponding
site, using a web browser on your computer. Once your account is creded and you have created a Domain Name,
choose the correct Server Type, and check theEnable box. Leave the Server IP and Port information alone. Enter your
Domain Name, then your User Name and Password for your Dyn DNS or NGIP account, then click the Save button.

After entering or changing DDNS information, it is always a good idea to reboot your device after saving.
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http://www.icddns.com/
http://www.quickddns.com/

Network - ICIPD2000-Lab(1CIP B20005)

TCP/IP

Connect

PPPoE

DDNS

IP Filter

SMTP

FTP

Multicast

Alarm Centre

CN99 DDNS v [7] Enable

Server Type

Server IP

(5533)
e

Update Interval 10

Cromain Name

User Name

Password

M inutes (5~1092)

- "
Apply /,I & Save ,,I ¢ Cancel

-
J
-

Figure 3-22

Please refer to the following table for detailed information.

3.6.1.1.5

Parameter Function
Server Type Select your DDNS provider.
Server IP DDNS server web addressNote Do not change this field.
Port DDNS server port.Note Do not change this field

Domain Name

Domain name used by your device.

User Name

The User Name for your Dyn DNS or No-IP account ICDDNS and
QUICK DDNS options do not require a User Name.

Password

The Passwordfor your Dyn DNS or No-IP account ICDDNS and
QUICK DDNS options do not require a password.

Email Address

This field will only appear on some ICDDNS or QUICK DDNS pages.
You are not required to provide an email address for these options.

Update Interval

How often your device sends an IP update to the DDNS server.
Default is 5 minutes.

IP Filter

IP filter interface shown in Figure 3-23.
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This function should only be used if you have A: a list of IP addresses for which you want to block access to your
device (Blacklist); or B: an authorized user list of IP addresses (Whitelist). IP addresses may be added individually to a
list, or you may enter a range of IP addresses using Start and End addresses.

r -
Network - |CIPD2000-Lab(ICIP B2000S) X

TCR/IP ["] Enable

Connect I:/' Add '\]

b 4

PPPoE Whitelist Blacklist

Index 1P Address Operation

DDNS
SMTP
FTP
Multicast

Alarm Centre

o

' ! ~ I Ny
'.\_ Apply Save _,_I '_\_ Cance _/_l

Figure 3-23

3.6.1.1.6 SMTP Email)

The SMTPinterface is shown Figure 3-24.

This module allows you to set up a Gmail or Yahoo email address for sading alerts from your device. For more
information and help setting this up, click here.
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http://forum.icrealtime.com/forum/viewtopic.php?f=28&t=1327

Figure 3-23

Please refer to the following table for detailed informati on.

Parameter

Function

Enable

Enable box must be checked.

SMTP Server

Your SMTP server address.

Port SMTP Server port. Use 465 for Gmail or Yahoo accounts.
Anonymity Use only if your email server allows you to logon anonymously.
User Name Enter the full email address here.
Password Password used for your email account.
Sender Enter the full email address here.
Encrypt Mode Use SSL for Gmail and Yahoo accounts.
Subject Customize the Subject line of the email.
Your device can send outa snapshot with each email. Additional
Attachment settings need to be configured on your device for it to work
properly.
You may enter up to 3 Recipients for each email Enter each email
Receiver

address in the field here, then press the+ button.
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