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CONNECTIVITY 

HDCVI BNC Input 1 BNC (Switchable to 
  SD Analogue)
Analogue BNC Output 1 BNC

Alarm Input  0
Alarm Output 0

Audio Input  0
Audio Output 0

RS-485  0
Memory Slot  n/a

ENVIRONMENTAL  

Power  DC12V±10%
Consumption  Max 9.6W
Working Environment - 30°C~+60°C / Less than 
  95%RH (no condensation)
Protection  IP66
Vandal Protection  IK10
Dimensions  Ø122mm × 89mm
Weight  0.45kg
Bracket  Bi-Rotating (Ceiling Mount) 

ACCESSORIES (OPTIONAL)  

BASE-B60  Junction Box

PERFORMANCE

Image Sensor   Sony Exmor CMOS (1/2.8”) 
Chipset  CVI5000 
Effective Pixels  1984(H) × 1225(V) (2.4MP)
Resolution  1080P  (1~25fps)
  720P   (1~50fps) 
Backlight Compensation BLC
Wide Dynamic Range n/a
White Balance  Auto, ATW, Indoor, Outdoor,  
  Manual
Gain Control  Auto / Manual
Noise Reduction  2D/3D

LENS

Lens Type  Motorised
Focal Length  2.7~12mm
Mount Type  Ø14

DAY / NIGHT

Min. Illumination  0.05Lux @ F1.2 (AGC ON), 
  0Lux IR on
Day/Night  Auto (ICR) / Colour / B/W
IR Distance  30m (Smart IR)

Email us info@icrealtime.net or visit www.icrealtime.net

The IC-c2c-DMB-IOV and IC-c2c-DMW-IOV are our 
2.4MP IP66 Weatherproof, IK10 Vandal Proof IR 
Motorised Dome cameras. These cameras incorporate 
a 2.7~12mm Motorised Lens and have a Smart IR 
Range of up to 30m.

They are based on the latest HDCVI 2.0 standards, 
which means OSD Control and Lens adjustments 
can be made via the coax cable and directly at the 
recorder (IC Realtime WAVE, FUSION-AHI).

IC-c2c-DMB-IOV
IC-c2c-DMW-IOV  

HDCVI ANALOGUE


